
Portable Pressure Vessels

Pressure Rating

Protective Skirts

! Impact-resistant

rubber or stainless

steel skirts areConstruction Materials
available on

229mm (9") and

305mm (12”) diameter

portable pressure

vessels

! Type 304L, 316L or 317L low-carbon-grade ! Rugged reinforced
stainless steel

stainless-steel skirts

are standard on! Type 304, 316 or 317 stainless steel
458mm (18") diameter

! Higher alloys such as Hastelloy, Monel or 
portable pressure vessels

Duplex

For most applications, Type 316L low-carbon stainless 

steel is the material of choice in the product contact 
Custom designed specifically for 

area.  Low-carbon stainless steel eliminates sensitization 
your application, APC 

or carbide precipitation in the vessel's weld areas, and it 
pharmaceutical/hygienic portable 

reduces the formation of chromium carbide, which can 
pressure vessels are available in 

deplete chromium from the weld areas and expose 
229mm (9"), 305mm (12") or 

them to corrosion.  A stainless steel rich in chromium 
458mm (18") diameters, with a total 

provides maximum passivity.
volume range of from 3.8 to 141.5 

litres (1 to 37.4 gallons).
Vessel fittings are sanitary-clamp type or equivalent in 

order to CIP or SIP, with the length-to-diameter rate of 

each fitting not exceeding 2.0 whenever feasible.  All 

fittings and accessories are located in positions that Rated for full vacuum, every APC 
enhance vessel cleanability and sterility.pharmaceutical/hygienic portable 

pressure and process vessel meets 

the ASME “U” or “UM” Code 

Section VIII, Division 1 and the 
In addition to giving your vessel a sure, solidEuropean Pressure Equipment 
footing, protective skirts help prevent vesselDirective.  The maximum allowable 
damage during transport.workable pressure of each vessel 

varies depending on the vessel's diameter and CE 

Certification.

Your APC pharmaceutical/hygienic portable pressure 

vessel can be constructed from a variety of materials, 

including:

Pharmaceutical/Hygienic Vessels
Custom Crafted Quality to Fit Every Pressure, Processing and Storage Need

www.newson-gale.co.uk Tel: +44 (0) 115 940 7500

Rugged Alloy Products UN Pressure vessels are designed 

and built to perform reliably for the world's most 
A  choice of several different 

demanding users, in challenging transport situations 
types of closures adds flexibility 

around the globe.  They live up to rigorous United 
to your UN vessel's use.

Nations standards and Alloy Products' reputation for 

quality and long life.  

The UN Certification test of reusable

non-bulk packaging is so stringent,

it is recognized worldwide as a

performance standard (replace

D.O.T.5A certification).

Customised vessel attributes –

such as fitting sizes, style and Added features provide sturdy, stable footing for your 
location – can also be specified.  UN vessel, and protect it against harsh environments

and the rigors of frequent transport.

Built in compliance with

UN Tariff No. BOE-6000

(latest version).

Alloy Products vessels also fully

comply with the requirements of the

American Society of Mechanical

Engineers (ASME) for Unfired Pressure Vessels,

Section VIII, Division 1.

Closure Options

! Standard nipple-type 

closures
Stock UN Vessels

! NPT-type closures

! Flange closures

! Sanitary clamp 

closures

! VCR closures

Custom UN Vessels
Protective Skirts & Chimes

UN Certification Testing

! Impact-resistant rubber skirts are

standard on 229mm (9") and 305mm (12") 

diameter UN vessels

! Stainless-steel skirts are standard on

458mm (18") and 609mm (24") diameter 

UN vessels, and optional on 229mm (9") 

and 305mm (12") diameter vessels

! Ring chimes make it easier to transport 

vessels and protect fittings and other 

components during vessel shipment and 

use

! Built-in skids simplify the transport of

209 litre (55 gallon) UN vessels

Newson Gale Ltd, founded in 1988, 

represent Alloy Products Corp as 

sole distributors in Europe.

! High-purity and industrial chemical

! Pharmaceutical

! Semiconductor

! Dairy, food and beverage

! Water, ink and adhesives

! The Pressure Equipment Directive

(PED) 97/23/EC 

! ASME requirements for “UM” CODE 

Unfired Pressure Vessels, Section VIII, 

Division 1

! The Pressure Equipment Directive

(PED) 97/23/EC

Newson Gale Ltd has many years experience as 

specialists in plant and process safety. Our sales and 

technical team work with customers from chemical, 

pharmaceutical, semiconductor, paints, coatings, food, 

water, ink and adhesives industries and understand the 

need for high quality standards (ISO9001) and excellent 

levels of customer service.

Since their introduction six decades ago,

Alloy Products' flexible standard and custom ASME 

pressure vessels have been a mainstay in a diverse range 

of applications and industries, including:

The Alloy Products manufacturing facility also conforms 

to the stringent standards for National Board plant 

inspections and certification of equipment, personnel and 

materials.  All APC vessels' pressure ratings and 

temperatures are designated in psi/bar and 

Fahrenheit/Centigrade.

All Alloy Products' ASME pressure vessels are 

constructed to meet or exceed the exacting standards of 

the American Society of Mechanical Engineers.  In terms 

of design criteria, they fully comply with:

UN Portable Stainless Steel Pressure Vessels
Globe-Trotting Pressure Vessels - Tough Enough to Meet Both UN and APC Standards

  

  

  

  

  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

3.8 to 141.5 litres (1 to 37.4 gallons)
T-316L standard.  Other materials available.
229mm (9”), 305mm (12”) or 458mm (18”)
Size, type and quantity optional
229mm (9") Rubber, 305mm (12") and 458mm (18") Stainless
11 bar (229mm), 14 bar (305mm), 9.5 bar (458mm)
240 grit I.D. (0.2 to 0.3 Ra Micro Metre) and electropolished.
Other finishes available.

Pharm - Material Specifications

3.8 to 141.5 litres (1 to 37.4 gallons)
T-304 standard.  Other materials available.
229mm (9”), 305mm (12”) or 458mm (18”)
Four, ¼” NPT female pipe fittings in top head
229mm (9") Rubber, 305mm (12") and 458mm (18") Stainless
12 bar (229mm), 10.9 bar (305mm), 6.8 bar (458mm)
White pickle or electropolish.  Other finishes available.

Capacity >
Material >

Inside Diameter >
Fittings >

Skirt >
Maximum Working Pressure >

Surface Finish >

Capacity >
Material >

Inside Diameter >
Fittings >

Skirt >
Maximum Working Pressure >

Surface Finish >

Capacity >
Material >

Outside Diameter >
Fittings >

Skirt >
Maximum Working Pressure >

Surface Finish >

209 litres (55 gallons)
T316L standard.  Other materials available
610mm (24”)
Two 1” NPT female.  Two 2” Code 2
Stainless with skid

0 4.9 bar @ 100 F for T-316L
White pickle or electropolish.  Other finishes available.

UN - Material Specifications

Stainless Steel
Portable
Pressure Vessels

ISO 9001 Certified

Since its very inception in 1929,

Alloy Products Corp, has strived to meet all the 

requirements of a world-class supplier of 

stainless steel pressure vessels.

Built on Precision, Performance and People 

their motto is "Craftsmen in Stainless Steel"  




